
 

PCT® 56 WATER REPELLENT TREATMENT FOR 

DRY SURFACES  

 

PRODUCT CODE D-003 

 

DESCRIPTION 

PCT 56 WATER REPELLENT TECHNOLOGY is a pink 

hydrophobic penetrating chemical treatment for 

cementitious substrates that are devoid of free water or 

moisture. 

 

FEATURES 

 Prevents the ingress of water or moisture in dry 

cementitious surfaces that lead to paint 

failures. 

 Capillary water or moisture ingress is restricted 

in positive and negative manner by the 

inorganic hydrophobic  crystalline barrier. 

 

BENEFITS 

Track record of 24 years 

Economical 

Permanent and durable 

Water based, contains no toxic solvents 

Non-pollutant 

Impermeable to water or moisture 

Acid and alkali resistant 

Will not alter the appearance of the substrate 

Inorganic crystal forming 

 

TYPICAL SUBSTRATES 

ALL SURFACES MUST BE DRY 

Plaster surfaces 

Bricks 

Slasto 

Paving 

Sandstone 

Cement roof tiles 

Prefabricated walls 

New and aged plaster surfaces 

 

 

 

 

 

 

 

PRODUCT INFORMATION 

COLOUR  Pink, cures transparent 

SOLID CONTENT 38% by mass 

SG  0.98 

SOLVENT  Water based 

SPR 4-6 m² per litre depending on surface 

porosity 

PH 10-12 

WATER INGRESS WACKER TEST METHOD 

 Zero after72 hours 

TEMPERATURE Maximum 32°C 

 Minimum 5°C 

CURING TIME  24 hours @25°C  

OVERCOATING 24 hours 

SHELF LIFE 12 months 

POT LIFE  18 hours after removal of lid 

SURFACE 0% moisture content 

CLEANING  Potable water 

PACKAGING 1, 5 and 25 litre packs 

CONCENTRATE Also available in concentrate 

  

APPLICATION 

Ensure that the surface is free from dust, dirt or any 

foreign debris. 

 

Spray apply by means of domestic pesticide applicator 

or Agri back pack for large surfaces. 

 

 Ensure that the surface is saturated, but 

prevent damming or excessive liquid on the 

surface. Remove excessive liquid immediately 

with a moist cloth to prevent crystal forming 

on the surface. 

 Crystal formation on the surface leaves a 

white residue which is extremely difficult to 

remove. 

 Always commence application from the top 

 Protect non-ferrous and glazed surfaces from 

overspray 

 

  

 

 

 

 

 

 

 MANUFACTURED BY 

PCT WATER REPELLENT TECHNOLOGY cc 

UNIT 4, BRETTS LANE, DUNCANVILLE, VEREENIGING, GAUTENG 

TEL. +27 16 423 2895                                 www.pctwaterrepellent.com                                             CELL +27 79 900 2234 

 

REVISION 4.1  
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FOR TERMS AND CONDITIONS REFER TO ADDENDUM 

http://www.pctwaterrepellent.com/

